
Prime Design™ manufactures and distributes ErgoRack™ professional roof racks for light commercial vehicles. The products are TÜV certified and received recognition awards  
for quality, functionality and safety. The solutions feature state of the art materials, technologies, and user interface innovations. 

ErgoRack™ Ladder Racks are protected by one or more of the following patents: 6,092,972; 6,099,231; 6,202,807; 6,427,889; 6,764,268; 6,971,563

the ergonomic Ladder  
rack soLution

ergonomic  
& safe!
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1689 Oakdale Avenue, West St. Paul, Minnesota 55118

Tel: 651-552-8554       Fax: 651-552-1799        Toll Free: 877.463.7225
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competition vs. ErgoRack™

ergorack™ Benefits

auto cLamp keeps Ladder 
firmLy stowed

no driLLdriLLed

hydrauLic cyLinder greatLy 
reduces muscLe strains

adjustaBLe arms prevent 
scratching paint

Reduces muscle stress and strain
(see page 5)

Reduce install time  
and improve resell;  
no holes to drill

Improve gas mileage;  
50% lighter than steel ladder rack solutions

Reduce theft; 
lockable ladder 
and storage 

Winner of awards from USA,  
France, Germany, and Australia   
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the ergonomic advantage
ergonomic function
ErgoRack™ reduces stress to the  
lower back and shoulders by  
eliminating the need to step on the 
bumper or tailgate to access a ladder. 

Muscle strain can be reduced 
with ErgoRack™.

superior design & more
ErgoRack’s™ design minimizes the  
physical stresses involved in loading  
and unloading ladders.

traditionaL  
Ladder rack  
soLution

296 lbs

10.8 lbs

Pull Force: 10 lbs

ergorack™

98 lbs

3.1 lbs

Pull Force: 10 lbs

0 LBs of force

Before engaging the  
handLe to Lift the Ladder

force appied to handLe up 
to “over top position”

near “over top” past “over top” past “over top” the hydrauLic  
cyLinder controLs decent

8 LBs of force 10 LBs of force o LBs of force 0 LBs of force

*  Muscles that are 
larger and darker 
indicate higher 
exertion and  
muscle strain.

Scan this QR Code 
with your mobile 
device to view a 
product demo.  
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ordering

What chassis are you using?

What types of ladders will be carried?

Determine ladder size and quantity. 

Select rack model and options.

1STEP

2STEP

3STEP

4STEP
Chances are you already know 
what model of truck or van 
you’re looking to upfit. 

Is it an extension ladder, step ladder, or some sort of combination?

Is it a 6’ or 8’ step ladder? Both? Maybe you need to carry both a 20’ 
and a 40’ extension ladder. It’s possible, but not common, to carry as 
many as 4 ladders with the ErgoRack™.

Answers to the first 3 questions will help you painlessly pick the correct rack 
for your application.

Go to your selected chassis page.

Find the section of the product matrix 
chart that has the number of ladders 
you want to carry.

Select the rack that carries 
the type(s) and size(s) of 
ladders you wish to carry.

VBR-216

VRR-316

Corrosion free aluminium with  stainless steel hardware

50% lighter than steel models for improved gas mileage 

Ergonomic Rotation Design makes  loading a ladder safe and easy
Auto Clamp secures ladders safely to ErgoRack™

Ford E-Series Cargo Vans are Built Ford Tough®, which means they take work very seriously. When properly equipped, an E-Series Cargo Van can tow up to 10,000 lbs.  So why not get the most towing capacity and move bulky, space-hogging ladders to to the safety of the roof?  

FoRd E-SERiES

VCR-216

VCR-216

inClinEd Rotation

VCi-216

A third crossbar coupled with two rotations provides the optimum ergonomic usage and the abliity to carry a very long and very short ladder  
at the same time.

Opting for a Iinclined rotation feature allows you to carry heavier ladders up to 120lbs. while only  exerting the same effort to operate the rack.

Take advantage of the ergonomic benifits of a  rotation feature and efficently carry  a single ladder up to 28 feet

Extension Ladder Step Ladder See the product matirx in the back for more rack options. FoR moRE inFoRmation Call 000-000-0000

www.maStERaCk.Com

LOW MID HIGH

douBlE Rotation

Street 
Side

Ladder 
Size

Curb Side
Ladder 
Size Weight

Standard  
PaCkaging

ShiP-thru  
PaCkaging

Base NA
Base NA 75lbs VBB-TC01

NA

One Ladder
Base NA

Clamp 6-10” 39lbs VBC-216 VBC-216-ST

Base NA
Rotation 16-24’ 55 lbs VBR-216 VBR-216-ST

tWO LadderS
Clamp 6-10” Clamp 6-10” 45 lbs VCC-216 VCC-216-ST

Clamp 6-10” Clamp 6-10” 62 lbs VCC-316 VCC-316-ST

Clamp 6-10” Rotation 16-24’ 58 lbs VCR-216 VCR-216-ST

Clamp 6-10” Rotation 16-28’ 75 lbs VCR-316 VCR-316-ST

Clamp 6-10” Inclined 16-24’ 61 lbs VCI-216 VCI-216-ST

Clamp 6-10” Inclined 16-28’ 78 lbs VCI-316 VCI-316-ST

Rotation 16-24’ Rotation 16-24’ 84 lbs VRR-216 VRR-216-ST

Rotation 16-24’ Rotation 16-28' 101 lbs VRR-316 VRR-316-ST

Rotation 16-24’ Inclined 16-24’ 88 lbs VRI-216 VRI-216-ST

Rotation 6-20’ Inclined 16-28’ 105 lbs VRI-316 VRI-316-ST

HoRizontal 
Rotation

VBR-216

VRR-316

Corrosion free aluminium with  

stainless steel hardware

50% lighter than steel models for 

improved gas mileage 

Ergonomic Rotation Design makes  

loading a ladder safe and easy

Auto Clamp secures ladders safely to 

ErgoRack™

Ford E-Series Cargo Vans are Built Ford Tough®, which 

means they take work very seriously. When properly 

equipped, an E-Series Cargo Van can tow up to 10,000 lbs.  

So why not get the most towing capacity and move bulky, 

space-hogging ladders to to the safety of the roof?  

FoRd E-SERiES

VCR-216

VCR-216

inClinEd Rotation

VCi-216

A third crossbar coupled with two rotations provides 

the optimum ergonomic usage and the abliity to 

carry a very long and very short ladder  

at the same time.

Opting for a Iinclined rotation feature allows you to 

carry heavier ladders up to 120lbs. while only  

exerting the same effort to operate the rack.

Take advantage of the ergonomic benifits of a  

rotation feature and efficently carry  

a single ladder up to 28 feet

Extension Ladder Step Ladder See the product matirx in the back for more rack options. FoR moRE inFoRmation Call 000-000-0000

www.maStERaCk.Com

LOW MID HIGH

douBlE Rotation

Street 
Side

Ladder 
Size Curb Side

Ladder 
Size Weight

Standard  
PaCkaging

ShiP-thru  
PaCkaging

Base NA Base NA 75lbs VBB-TC01 NA

One Ladder

Base NA Clamp 6-10” 39lbs VBC-216 VBC-216-ST

Base NA Rotation 16-24’ 55 lbs VBR-216 VBR-216-ST

tWO LadderS

Clamp 6-10” Clamp 6-10” 45 lbs VCC-216 VCC-216-ST

Clamp 6-10” Clamp 6-10” 62 lbs VCC-316 VCC-316-ST

Clamp 6-10” Rotation 16-24’ 58 lbs VCR-216 VCR-216-ST

Clamp 6-10” Rotation 16-28’ 75 lbs VCR-316 VCR-316-ST

Clamp 6-10” Inclined 16-24’ 61 lbs VCI-216 VCI-216-ST

Clamp 6-10” Inclined 16-28’ 78 lbs VCI-316 VCI-316-ST

Rotation 16-24’ Rotation 16-24’ 84 lbs VRR-216 VRR-216-ST

Rotation 16-24’ Rotation 16-28' 101 lbs VRR-316 VRR-316-ST

Rotation 16-24’ Inclined 16-24’ 88 lbs VRI-216 VRI-216-ST

Rotation 6-20’ Inclined 16-28’ 105 lbs VRI-316 VRI-316-ST

HoRizontal 
Rotation

extension Ladder step Ladder why choose, carry Both!

 That was easy. Next step!

How do you want it shipped?
complete kit - Ships all in one box (most common).

ship-through configuration - Ships in 2 boxes.  
Allows for partial installation at a central location with the 
second phase completed at the vehicle upfitter’s location 
before delivery to the end user. Not available for all models.

5STEP
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vBr-tc01

vrr-tc11

ford transit connect

vcr-tc11-3

vcr-tc11-3

stiff channeL

horizontaL 
rotation

douBLe rotation

vcr-tc11

Reduce muscle fatigue and obtain maximum  
ergonomic benefit with the double rotation feature.  

Carry ladders up to 28 feet with this option.

Need to carry a ladder longer than 24 feet?  
Add a stiff channel.  

stiff channeL

Carry up to a 24’ ladder with this  
horizontal rotation option.  

Extension Ladder

Step Ladder

See the product matrix in the back for more rack options.

for more information caLL 877-463-7225

Eliminate rust with corrosion free aluminium 
and stainless steel hardware 

Reduces muscle stress and strain

Reduce theft; lockable ladder  

Improve gas mileage; 50% lighter 
than steel ladder rack solutions 

Reduce install time and improve resale; 
no holes to drill  

Street Side Ladder Size Curb Side Ladder Size
raCk  
Weight Standard ModeLS

Base NA Base NA 17 lbs VBB-TC01

one Ladder

Base NA Clamp 6-10’  16-24’ 28 lbs VBC-TC01

Base NA Rotation 6-8’  16-24’ 57 lbs VBR-TC01

Base NA Clamp 6-10’  16-28’ 39 lbs VBC-TC11

Base NA Rotation 6-8’  16-28’ 71 lbs VBR-TC11

tWo LadderS

Clamp 6-10’  16-24’ Clamp 6-10’  16-24’ 37 lbs VCC-TC01

Clamp 6-10’  16-28’ Clamp 6-10’  16-28’ 48 lbs VCC-TC11

Clamp 6-10’  16-28’ Clamp 6-10’  16-28’ 53 lbs VCC-TC11-3

Clamp 6-10’  16-24’ Rotation 6-8’  16-24’ 69 lbs VCR-TC01

Clamp 6-10’  16-28’ Rotation 6-8’  16-28’ 78 lbs VCR-TC11

Clamp 6-10’  16-28’ Rotation 6-8’  16-28’ 82 lbs VCR-TC11-3

Rotation 6-8’  16-24’ Rotation 6-8’  16-24’ 96 lbs VRR-TC01

Rotation 6-8’  16-28’ Rotation 6-8’  16-28’ 110 lbs VRR-TC11

Rotation 6-8’  16-28’ Rotation 6-8’  16-28’ 113 lbs VRR-TC11-3

For rotational style ladder racks, crossbars can be spaced at 5 or 6 feet.
Ladders 28 feet require suspension channels and 6 foot spacing of crossbars.
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vBr-216

vrr-316

ford e-series

vcr-216

vcr-216

incLined rotation

vci-216

Three crossbars + two rotations = most payload 
configurations and ergonomics.

Carry ladders up to 120lbs. with the  
inclined rotation rack.  

Carry up to a 40’ ladder with this  
horizontal rotation option.  

See the product matrix in the back for more rack options.  primedesign.net

douBLe rotation

horizontaL 
rotation

for more information caLL 877-463-7225

Eliminate rust with corrosion free aluminium 
and stainless steel hardware 

Reduces muscle stress and strain

Reduce theft; lockable ladder  

Improve gas mileage; 50% lighter 
than steel ladder rack solutions 

Reduce install time and improve resale; 
no holes to drill  

Street Side Ladder Size Curb Side Ladder Size
raCk  
Weight Standard ModeLS

Base NA Base NA 18 lbs VBB-216
one Ladder

Base NA Clamp 6-10’  16-40’ 28 lbs VBC-216

Base NA Rotation 6-10’  16-40’ 57 lbs VBR-216

tWo LadderS

Clamp 6-10’  16-40’ Clamp 6-10’  16-40’ 36 lbs VCC-216

Clamp 6-10’  16-40’ Clamp 6-10’  16-40’ 41 lbs VCC-316

Clamp 6-10’  16-40’ Rotation 6-10’  16-40’ 65 lbs VCR-216

Clamp 6-10’  16-40’ Rotation 6-10’  16-40’ 70 lbs VCR-316

Clamp 6-10’  16-40’ Inclined 6-10’  16-28’ 61 lbs VCI-216

Clamp 6-10’  16-40’ Inclined 6-10’  16-28’ 66 lbs VCI-316

Rotation 6-10’  16-40’ Rotation 6-10’  16-40’ 90 lbs VRR-216

Rotation 6-10’  16-40’ Rotation 6-10’  16-40’ 91 lbs VRR-316

Rotation 6-10’  16-40’ Inclined 6-10’  16-28’ 88 lbs VRI-216

Rotation 6-10’  16-40’ Inclined 6-10’  16-28’ 91 lbs VRI-316

For rotational style ladder racks, crossbars can be spaced at 5, 6, 7, or 8 feet. Ladders 
28 feet or longer require 8 foot spacing of crossbars.For step ladders longer than 10 
feet, an optional extended rear upper is available.

Extension Ladder

Step Ladder
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pBr-255

pcr-357

ford f-series

pcr-255

pcr-255

douBLe rotation

Bed mounted

prr-255

Carry a ladder up to 40 feet long and a ladder as 
short as 6 feet long, with the third crossbar,  

truck bed mount.

Reduce muscle fatigue and obtain maximum  
ergonomic benefit with the double rotation feature.  

Carry ladders up to 40 feet with this option.

Carry up to a 40’ ladder with this  
horizontal rotation option.  

See the product matrix in the back for more rack options.  primedesign.net

horizontaL 
rotation

Eliminate rust with corrosion free aluminium 
and stainless steel hardware 

Improve gas mileage; 50% lighter 
than steel ladder rack solutions 

Reduces muscle stress and strain

Reduce theft; lockable ladder  

for more information caLL 877-463-7225

For rotational style ladder racks, crossbars can be spaced at 5, 6, 7, or 8 feet.
Ladders 28 feet or longer require 8 foot spacing of crossbars.
For step ladders longer than 10 feet, an optional extended rear upper is available.
* Bed mount model.

Street Side Ladder Size Curb Side Ladder Size
raCk  
Weight Standard ModeLS

one Ladder

Base NA Clamp 6-10’  16-40’ 28 ilb PBC-255

Base NA Rotation 6-10’  16-40’ 87 lbs PBR-257*

Base NA Rotation 6-10’  16-40’ 57 lbs PBR-255

Base NA Rotation 6-10’  16-40’ 97lbs PBR-357*

tWo LadderS

Clamp 6-10’  16-40’ Clamp 6-10’  16-40’ 53 lbs PCC-255

Clamp 6-10’  16-40’ Rotation 6-10’  16-40’ 72 lbs PCR-255

Clamp 6-10’  16-40’ Inclined 6-10’  16-28’ 72 lbs PCI-255

Rotation 6-10’  16-40’ Rotation 6-10’  16-40’ 90 lbs PRR-255

Rotation 6-10’  16-40’ Rotation 6-10’  16-40’ 96 lbs PRR-355

Rotation 6-10’  16-40’ Inclined 6-10’  16-28’ 85 lbs PRI-255

Rotation 6-10’  16-40’ Inclined 6-10’  16-28’ 95 lbs PRI-355

Extension Ladder

Step Ladder
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vBr-226

vci-226

gm express & savana

vrr-226

Bent handLe

vcr-226

Carry ladders up to 120lbs. with the  
inclined rotation rack.  

Carry 2 lightweight step or extension ladders up to 
40 feet long with both clamp down and  

horizontal rotation options.

Carry up to a 40’ ladder with this  
horizontal rotation option.  

 primedesign.net

horizontaL 
rotation

inLined 
rotation

for more information caLL 877-463-7225

vrr-226

vrr-226

Eliminate rust with corrosion free aluminium 
and stainless steel hardware 

Reduces muscle stress and strain

Reduce theft; lockable ladder  

Improve gas mileage; 50% lighter 
than steel ladder rack solutions 

Reduce install time and improve resale; 
no holes to drill  

Street Side Ladder Size Curb Side Ladder Size
raCk  
Weight Standard ModeLS

one Ladder

Base NA Clamp 6-10’  16-40’ 27 lbs VBC-226

Base NA Rotation 6-10’  16-40’ 54 lbs VBR-226
tWo Ladder

Clamp 6-10’  16-40’ Clamp 6-10’  16-40’ 35 lbs VCC-226

Clamp 6-10’  16-40’ Clamp 6-10’  16-40’ 40 lbs VCC-326

Clamp 6-10’  16-40’ Rotation 6-10’  16-40’ 62 lbs VCR-226

Clamp 6-10’  16-40’ Rotation 6-10’  16-40’ 69 lbs VCR-326

Clamp 6-10’  16-40’ Inclined 6-10’  16-28’ 76 lbs VCI-226

Clamp 6-10’  16-40’ Inclined 6-10’  16-28’ 84 lbs VCI-326

Rotation 6-10’  16-40’ Rotation 6-10’  16-40’ 91 lbs VRR-226

Rotation 6-10’  16-40’ Rotation 6-10’  16-40’ 90 lbs VRR-326

Rotation 6-10’  16-40’ Inclined 6-10’  16-28’ 97 lbs VRI-226

Rotation 6-10’  16-40’ Inclined 6-10’  16-28’ 105 lbs VRI-326

For rotational style ladder racks, crossbars can be spaced at 5, 6, 7, or 8 feet.
Ladders 28 feet or longer require 8 foot spacing of crossbars.
For step ladders longer than 10 feet, an optional extended rear upper is available.

Extension Ladder

Step Ladder

See the product matrix in the back for more rack options.
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gm siLverado & sierra

See the product matrix in the back for more rack options.  primedesign.net

pcr-255

pBr-255

pcr-357

Bed mounted

Carry a ladder up to 40 feet long and a ladder as 
short as 6 feet long, with the third crossbar,  

truck bed mount.

Carry up to a 40’ ladder with this  
horizontal rotation option.  

douBLe rotation

prr-255

Reduce muscle fatigue and obtain maximum  
ergonomic benefit with the double rotation feature.  

Carry ladders up to 40 feet with this option.

horizontaL 
rotation

for more information caLL 877-463-7225

pcr-255

pcr-255

Eliminate rust with corrosion free aluminium 
and stainless steel hardware 

Reduces muscle stress and strain

Reduce theft; lockable ladder  

Improve gas mileage; 50% lighter 
than steel ladder rack solutions 

For rotational style ladder racks, crossbars can be spaced at 5, 6, 7, or 8 feet.
Ladders 28 feet or longer require 8 foot spacing of crossbars.
For step ladders longer than 10 feet, an optional extended rear upper is available.
* Bed mount model.

Street Side Ladder Size Curb Side Ladder Size
raCk  
Weight Standard ModeLS

one Ladder

Base NA Clamp 6-10’  16-40’ 28 ilb PBC-255

Base NA Rotation 6-10’  16-40’ 87 lbs PBR-257*

Base NA Rotation 6-10’  16-40’ 57 lbs PBR-255

Base NA Rotation 6-10’  16-40’ 97lbs PBR-357*

tWo LadderS

Clamp 6-10’  16-40’ Clamp 6-10’  16-40’ 53 lbs PCC-255

Clamp 6-10’  16-40’ Rotation 6-10’  16-40’ 72 lbs PCR-255

Clamp 6-10’  16-40’ Inclined 6-10’  16-28’ 72 lbs PCI-255

Rotation 6-10’  16-40’ Rotation 6-10’  16-40’ 90 lbs PRR-255

Rotation 6-10’  16-40’ Rotation 6-10’  16-40’ 96 lbs PRR-355

Rotation 6-10’  16-40’ Inclined 6-10’  16-28’ 85 lbs PRI-255

Rotation 6-10’  16-40’ Inclined 6-10’  16-28’ 95 lbs PRI-355

Extension Ladder

Step Ladder
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chevroLet coLorado

pcr-255

See the product matrix in the back for more rack options.  primedesign.net

pcr-255

pBr-255

pcr-357

Carry up to a 40’ ladder with this  
horizontal rotation option.  

Bed mounted

Carry a ladder up to 40 feet long and a ladder as 
short as 6 feet long, with the third crossbar,  

truck bed mount.

douBLe rotation

prr-255

Reduce muscle fatigue and obtain maximum  
ergonomic benefit with the double rotation feature.  

Carry ladders up to 40 feet with this option.

horizontaL 
rotation

Eliminate rust with corrosion free aluminium 
and stainless steel hardware 

Improve gas mileage; 50% lighter 
than steel ladder rack solutions 

Reduces muscle stress and strain

Reduce theft; lockable ladder  

for more information caLL 877-463-7225

Street Side Ladder Size Curb Side Ladder Size
raCk  
Weight Standard ModeLS

one Ladder

Base NA Clamp 6-10’  16-40’ 28 lbs PBC-255

Base NA Rotation 6-10’  16-40’ 55lbs PBR-255

tWo LadderS

Clamp 6-10’  16-40’ Clamp 6-10’  16-40’ 45 lbs PCC-255

Clamp 6-10’  16-40’ Clamp 6-10’  16-40’ 59 lbs PCC-355

Clamp 6-10’  16-40’ Rotation 6-10’  16-40’ 73 lbs PCR-255

Clamp 6-10’  16-40’ Rotation 6-10’  16-40’ 97 lbs PCR-347*

Rotation 6-10’  16-40’ Rotation 6-10’  16-40’ 90 lbs PRR-255

Rotation 6-10’  16-40’ Rotation 6-10’  16-40’ 96 lbs PRR-355

For rotational style ladder racks, crossbars can be spaced at 5, 6, 7, or 8 feet.
Ladders 28 feet or longer require 8 foot spacing of crossbars.
For step ladders longer than 10 feet, an optional extended rear upper is available.
* Bed mount model.

Extension Ladder

Step Ladder
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mBc-234

mrr-234

ram c/v

mBr-234

mBr-234

douBLe 
cLamp down

mcc-234

Reduce muscle fatigue and obtain maximum  
ergonomic benefit with the double rotation feature.  

Carry ladders up to 24 feet with this option.

Carry 2 lightweight step or extension ladders up to 
24 feet long with a 2 clamp down option.

cLamp down

Ideal for carring a lightweight step ladder.

See the product matrix in the back for more rack options.  primedesign.net

douBLe rotation

Eliminate rust with corrosion free aluminium 
and stainless steel hardware 

Improve gas mileage; 50% lighter 
than steel ladder rack solutions 

Reduces muscle stress and strain

Reduce theft; lockable ladder  

for more information caLL 877-463-7225

Street Side Ladder Size Curb Side Ladder Size
raCk 
Weight Standard ModeLS

Base NA Base NA 19 lbs MBB-234

one Ladder

Base NA Clamp 6-10’  16-24’ 25 lbs MBC-234

Base NA Rotation 6-10’  16-24’ 58 lbs MBR-234

tWo Ladder

Clamp 6-10’  16-24’ Clamp 6-10’  16-24’ 32 lbs MCC-234

Clamp 6-10’  16-24’ Rotation 6-10’  16-24’ 65 lbs MCR-234

Rotation 6-10’  16-24’ Rotation 6-10’  16-24’ 96 lbs MRR-234

No factory OEM mounting points available, requires drill through mounting installation.

Extension Ladder

Step Ladder
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hxr-269

hrr-369-e

mercedes sprinter

hxr-269-e

hxr-269-e

sLides

3rd crossBar

hrr-269-e

Three crossbars + two rotations = most payload 
configurations and ergonomics.

Reduce muscle fatigue and obtain maximum  
ergonomic benefit with the double rotation feature.  

Carry ladders up to 28 feet with this option.

standard roof

Carry up to a 40’ ladder with this  
horizontal rotation option.  

See the product matrix in the back for more rack options.  primedesign.net

for more information caLL 877-463-7225

Eliminate rust with corrosion free aluminium 
and stainless steel hardware 

Reduces muscle stress and strain

Reduce theft; lockable ladder  

Improve gas mileage; 50% lighter 
than steel ladder rack solutions 

Reduce install time and improve resale; 
no holes to drill  

Street Side Ladder Size Curb Side Ladder Size
raCk 
Weight

roof 
CLaSS Standard ModeLS

one Ladder

Base NA Rotation 8’  16-40’ 58 lbs HXR-269-CM1

Base NA Inclined 8’  24-28’ 63 lbs HXI-269-CM1

Base NA Rotation w/slide 8’  16-40’ 62 lbs HXR-269-E-CM1

Base NA Inclined w/slide 8’  24-28’ 68 lbs HXI-269-E-CM1
tWo Ladder

Rotation 8’  16-40’ Rotation 8’  16-40’ 101 lbs HRR-269-CM1

Rotation 8’  16-40’ Rotation 8’  16-40’ 105 lbs HRR-369-CM1

Rotation 8’  16-40’ Inclined 8’  24-28’ 107 lbs HRI-269-CM1

Rotation w/slide 8’  16-40’ Rotation w/slide 8’  16-40’ 106 lbs HRR-269-E-CM1

Rotation w/slide 8’  16-40’ Rotation w/slide 8’  16-40’ 113 lbs HRR-369-E-CM1

Rotation w/slide 8’  16-40’ Inclined w/slide 8’  24-28’ 112 lbs HRI-269-E-CM1

Rotation w/slide 8’  16-40’ Inclined w/slide 8’  24-28’ 119 lbs HRI-369-E-CM1

For rotational style ladder racks, crossbars can be spaced at 6, 7, or 8 feet.
Ladders 28 feet or longer require 8 foot spacing of crossbars.
For step ladders longer than 8 feet, optional extended rear uppers and slides are 
available.

Standard Roof

High Roof

Extension Ladder

Step Ladder
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hxr2-nv01

hrr3-e-nv11

nissan nv

hxr2-e-nv11

hxr2-e-nv11

hrr2-e-nv01

 primedesign.net

sLides

3rd crossBar

Three crossbars + two rotations = most payload 
configurations and ergonomics.

Reduce muscle fatigue and obtain maximum  
ergonomic benefit with the double rotation feature.  

Carry ladders up to 28 feet with this option.

standard roof

Carry up to a 40’ ladder with this  
horizontal rotation option.  

for more information caLL 877-463-7225

Eliminate rust with corrosion free aluminium 
and stainless steel hardware 

Reduces muscle stress and strain

Reduce theft; lockable ladder  

Improve gas mileage; 50% lighter 
than steel ladder rack solutions 

Reduce install time and improve resale; 
no holes to drill  

Street Side Ladder Size Curb Side Ladder Size
raCk 
Weight

roof 
CLaSS Standard ModeLS

one Ladder

Base NA Rotation 16-40’   8’  75 lbs HXR2-NV01

Base NA Inclined 24-28’   8’  76 lbs  HXI2-NV01

Base NA Rotation w/slide 16-28’   8’  77 lbs HXR2-E-NV11

tWo Ladder

Rotation 16-40’   8’  Rotation 16-40’   8’  116 lbs  HRR2-NV01

Rotation 16-40’   8’  Rotation 16-40’   8’  122 lbs  HRR2-NV01-3

Rotation 16-40’   8’  Inclined 24-28’   8’  117 lbs  HRI2-NV01

Rotation w/slide 16-28’   8’  Rotation w/slide 16-28’   8’  121 lbs HRR2-E-NV11

Rotation w/slide 16-28’   8’  Rotation w/slide 16-28’   8’  127 lbs HRR2-E-NV11-3

Standard Roof

High Roof

Extension Ladder

Step Ladder

See the product matrix in the back for more rack options.

For rotational style ladder racks, crossbars can be spaced at 6, 7, or 8 feet.
Ladders 28 feet or longer require 8 foot spacing of crossbars.
For step ladders longer than 8 feet, optional extended rear uppers and slides are 
available.
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Add a conduit tube to carry lengthy 
materials (please supply the internal 
measurements in Height and Width).

 

Easily mount a flashing strobe to 
either a conduit tube, or attach it 
to the ladder rack.  In either case, 
there are no holes to drill  
- just bolt on!  

More and more larger fleets are optioning 
external rear mirrors to ensure safety  
when reversing.  

Available in two different lengths  
(please insert lengths here).  

accessories

 primedesign.net

conduit tuBes

stroBe Light mounting Brackets

rear mirror

aCCeSSory Part nuMber MountS onto CoMPatibLe raCk ModeLS
Conduit tube

CON-8085 Crossbars Any ErgoRack with crossbar spacing up to 7 feet.

CON-8105 Crossbars Any ErgoRack with crossbar spacing over 8 feet.

CON-8125 Crossbars Any ErgoRack with crossbar spacing over 8 feet.
Strobe Light Mounting braCketS

ASH-8606 Crossbar Any ErgoRack model

ASH-8609 Crossbar Any ErgoRack model
ASH-8106 Conduit Tube Any ErgoRack with a Conduit Tube
rear Mirror Mounts 
ACM-8022 Crossbar Any ErgoRack

ACM-8006 Rotation Drive Arm Any ErgoRack with a streetside rotation feature

ACM-0081 ACM-8006 Any ErgoRack with a streetside rotation feature

con-8085

ash-8606ash-8106

ash-8609

acm-8006

acm-0081

acm-8022

for more information caLL 877-463-7225
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Just like it sounds, a Horizontal Rotation allows the operator to easily rotate  
a ladder horizontally from a stowed position (on top of the roof), to the  
deployed position (on the side of the vehicle) down to the side of the vehicle.

horizontaL rotation

hydrauLic cyLinder 
provides controLLed 
Ladder depLoyment 
and stowage 

auto-cLamp secures 
Ladder without  
additionaL straps 
or cLimBing on  
the vehicLe hydrauLic cyLinder

padded upper

drive arm

padded z-post

rotation arm

rotation handLe

drive shaft

spring Loaded 
cLamping arm

auto cLamp

roLLer L-post

vBr-tc01

Ladder in  
stowed position

Ladder in  
depLoyed position

good ergonimic 
positioning makes 

operation easy and 
reduces accidents 

and injuries

duraBLe padded 
and powder coated 

surfaces protect 
for Long  

service Life  

depLoyed,  
Ladders are a 
comfortaBLe 

height and  
distance from 

the vehicLe

 primedesign.net for more information caLL 877-463-7225
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As ladders get larger and heavier, the amount of force required to move a 
ladder also increases. The Inclined Rotation is designed for heavier ladders 
and reduces the amount of force it takes you to move a ladder by 50%.

incLined rotation

hydrauLic cyLinder 
provides controLLed 
Ladder depLoyment 
and stowage 

auto-cLamp secures 
Ladder without  
additionaL straps 
or cLimBing on  
the vehicLe

hydrauLic cyLinder

padded upper

drive arm

padded z-post

rotation handLe

drive shaft

spring Loaded 
cLamping arm

auto cLamp

roLLer L-post

Ladder in  
stowed position

Ladder in  
depLoyed position

good ergonimic 
positioning makes 

operation easy and 
reduces accidents 

and injuriess

depLoyed,  
Ladders are a 
comfortaBLe 

height and  
distance from 

the vehicLe

asysemtricaL 
geometry reduces 
how much force is 
required to move 

the Ladder

 primedesign.net

vBi-226

for more information caLL 877-463-7225
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ErgoRack’s™ clamp down feature is an eccomical solution ideally suited 
for smaller, lightweight ladders. 

cLamp down

vBc-tc01

padded rear 
cLamp

cLamp handLe

j-horn

front cLamp hook

drive shaft
gas spring

Ladder in  
stowed position

Ladder in  
depLoyed position

operator’s feet 
stay on the ground. 

no cLimBing on the 
vehicLe reduces 

injuries

a puLL of the  
handLe reLeases or 
engages the cLamp

j-horn makes 
controLLing the 

Ladder easier

primedesign.net
 

for more information caLL 877-463-7225
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For operators 5’ tall or less, accessing a ladder on a high roof  
can prove a challenge.  ErgoRack™ answers the challenge  
with two unique features:

high roof

removaBLe handLes 
ease access and 
operation. it aLso 
provides a LeveL of 
theft security when 
removed and stowed

sLide Lowers the  
Ladder to a  
comforaBLe height  
for Loading and  
unLoading

padded z-posts

hxr-e-269

removaBLe handLe

cyLinder

Ladder in  
stowed position

primedesign.net

LOW MID HIGH

LOW
STD/
MID

HIGH

LOW MID HIGH

LOW
STD/
MID

HIGH

Got a high roof?  We can help.  ErgoRack™ 
works on all mid and high roof van models.  

roof height

padded upper

sLide

front cLamp hook

7 to 8 feet

8 to 10 feet

drive shaft

Ladder in  
depLoyed position

 

1. After being deployed, the built-in slide lowers 
deploys the ladder 22” closer to the ground.

2. The extended handle improves operator reach.

for more information caLL 877-463-7225
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order matrix
ford transit connect

product warranty

ford f-series trucks

part numBers expLained
h i r - e d

ford e-series van

product–vehicle type
a Accessories 
c Channel/ Crossbar 
h High-Roof (7’-10’) 
m Mounting 
q Quick Clamp 
r Van/Truck Rotation

street side feature
curb side feature

c Quick Clamp 
h Horizontal 
i Inclined 
5 Spec Number

hir-ed - more extensions as needed for further specification

L - Left Hand 
r - Right Hand 
1 - Spec Number

e - Extension Slide 
d - Double Stack (1 0.5”)

qualifiers

This LIMITED WARRANTY is made by Prime Design Div. of IEM Inc. 1689 Oakdale Avenue West St. Paul, MN 55118. Prime Design Div of IEM Inc. WARRANTS THAT IT’S PRODUCTS WILL BE FREE FROM 
DEFECTS IN MATERIAL AND WORKMANSHIP FOR A PERIOD OF Three (3) YEARS FROM DATE OF PURCHASE BY THE ORIGINAL RETAIL PURCHASER. If before the expiration of the Warranty period, 
purchaser discovers that the Prime Design product fails to fulfill the Warranty, purchaser shall contact Prime Design to make arrangements for an inspection of the product. If Prime Design determines 
a defect exists, Prime Design shall at its option repair or replace any defective part.  This Warranty shall not apply if the Prime Design product has been subjected to misuse, abnormal service or han-
dling, improper maintenance, or alterations.
THE WARRANTY PRINTED ABOVE IS THE ONLY WARRANTY APPLICABLE TO THIS PURCHASE. ALL OTHER WARRANTIES, EXPRESS OR IMPLIED INCLUDING BUT NOT LIMITED TO THE IMPLIED 
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE HEREBY DISCLAIMED.  PRIME DESIGN DIV. OF IEM, INC. SHALL NOT BE LIABLE FOR ANY INCIDENTAL OR 
CONSEQUENTIAL DAMAGES ARISING OUT OF ANY BREACH OF THIS WARRANTY, NOR SHALL THE DAMAGES EXCEED THE RETURN AMOUNT OF THE PURCHASE PRICE PAID BY THE ORIGINAL 
PURCHASER. This Warranty is in lieu of all other Warranties express or implied. The terms of this Warranty shall not be modified by any party, their successors or assigns. This Warranty gives you spe-
cific legal rights, and you may have other rights which vary from state to state.

for more information caLL 877-463-7225primedesign.net

Street Side Ladder Size Curb Side Ladder Size
raCk  
Weight Standard ModeLS

Base NA Base NA 17 lbs VBB-TC01

one Ladder

Base NA Clamp 6-10’  16-24’ 28 lbs VBC-TC01

Base NA Rotation 6-8’  16-24’ 57 lbs VBR-TC01

Base NA Clamp 6-10’  16-28’ 39 lbs VBC-TC11

Base NA Rotation 6-8’  16-28’ 71 lbs VBR-TC11

tWo LadderS

Clamp 6-10’  16-24’ Clamp 6-10’  16-24’ 37 lbs VCC-TC01

Clamp 6-10’  16-28’ Clamp 6-10’  16-28’ 48 lbs VCC-TC11

Clamp 6-10’  16-28’ Clamp 6-10’  16-28’ 53 lbs VCC-TC11-3

Clamp 6-10’  16-24’ Rotation 6-8’  16-24’ 69 lbs VCR-TC01

Clamp 6-10’  16-28’ Rotation 6-8’  16-28’ 78 lbs VCR-TC11

Clamp 6-10’  16-28’ Rotation 6-8’  16-28’ 82 lbs VCR-TC11-3

Rotation 6-8’  16-24’ Rotation 6-8’  16-24’ 96 lbs VRR-TC01

Rotation 6-8’  16-28’ Rotation 6-8’  16-28’ 110 lbs VRR-TC11

Rotation 6-8’  16-28’ Rotation 6-8’  16-28’ 113 lbs VRR-TC11-3

Street Side Ladder Size Curb Side Ladder Size
raCk  
Weight Standard ModeLS

Base NA Base NA 18 lbs VBB-216
one Ladder

Base NA Clamp 6-10’  16-40’ 28 lbs VBC-216

Base NA Rotation 6-10’  16-40’ 57 lbs VBR-216

tWo LadderS

Clamp 6-10’  16-40’ Clamp 6-10’  16-40’ 36 lbs VCC-216

Clamp 6-10’  16-40’ Clamp 6-10’  16-40’ 41 lbs VCC-316

Clamp 6-10’  16-40’ Rotation 6-10’  16-40’ 65 lbs VCR-216

Clamp 6-10’  16-40’ Rotation 6-10’  16-40’ 70 lbs VCR-316

Clamp 6-10’  16-40’ Inclined 6-10’  16-28’ 61 lbs VCI-216

Clamp 6-10’  16-40’ Inclined 6-10’  16-28’ 66 lbs VCI-316

Rotation 6-10’  16-40’ Rotation 6-10’  16-40’ 90 lbs VRR-216

Rotation 6-10’  16-40’ Rotation 6-10’  16-40’ 91 lbs VRR-316

Rotation 6-10’  16-40’ Inclined 6-10’  16-28’ 88 lbs VRI-216

Rotation 6-10’  16-40’ Inclined 6-10’  16-28’ 91 lbs VRI-316

Street Side Ladder Size Curb Side Ladder Size
raCk  
Weight Standard ModeLS

one Ladder

Base NA Clamp 6-10’  16-40’ 28 ilb PBC-255

Base NA Rotation 6-10’  16-40’ 87 lbs PBR-257*

Base NA Rotation 6-10’  16-40’ 57 lbs PBR-255

Base NA Rotation 6-10’  16-40’ 97lbs PBR-357*
tWo LadderS

Clamp 6-10’  16-40’ Clamp 6-10’  16-40’ 53 lbs PCC-255

Clamp 6-10’  16-40’ Rotation 6-10’  16-40’ 72 lbs PCR-255

Clamp 6-10’  16-40’ Inclined 6-10’  16-28’ 72 lbs PCI-255

Rotation 6-10’  16-40’ Rotation 6-10’  16-40’ 90 lbs PRR-255

Rotation 6-10’  16-40’ Rotation 6-10’  16-40’ 96 lbs PRR-355

Rotation 6-10’  16-40’ Inclined 6-10’  16-28’ 85 lbs PRI-255

Rotation 6-10’  16-40’ Inclined 6-10’  16-28’ 95 lbs PRI-355

For rotational style ladder racks, crossbars can be spaced at 5 or 6 feet.
Ladders 28 feet require suspension channels and 6 foot spacing of crossbars.

For rotational style ladder racks, crossbars can be spaced at 5, 6, 7, or 8 feet. Ladders 
28 feet or longer require 8 foot spacing of crossbars.For step ladders longer than 10 
feet, an optional extended rear upper is available.

For rotational style ladder racks, crossbars can be spaced at 5, 6, 7, or 8 feet.
Ladders 28 feet or longer require 8 foot spacing of crossbars.
For step ladders longer than 10 feet, an optional extended rear upper is available.
* Bed mount model.
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order matrix

chevroLet siLverado & gmc sierra

for more information caLL 877-463-7225primedesign.net

chevroLet express & gmc savana

Street Side Ladder Size Curb Side Ladder Size
raCk  
Weight Standard ModeLS

one Ladder

Base NA Clamp 6-10’  16-40’ 27 lbs VBC-226

Base NA Rotation 6-10’  16-40’ 54 lbs VBR-226
tWo Ladder

Clamp 6-10’  16-40’ Clamp 6-10’  16-40’ 35 lbs VCC-226

Clamp 6-10’  16-40’ Clamp 6-10’  16-40’ 40 lbs VCC-326

Clamp 6-10’  16-40’ Rotation 6-10’  16-40’ 62 lbs VCR-226

Clamp 6-10’  16-40’ Rotation 6-10’  16-40’ 69 lbs VCR-326

Clamp 6-10’  16-40’ Inclined 6-10’  16-28’ 76 lbs VCI-226

Clamp 6-10’  16-40’ Inclined 6-10’  16-28’ 84 lbs VCI-326

Rotation 6-10’  16-40’ Rotation 6-10’  16-40’ 91 lbs VRR-226

Rotation 6-10’  16-40’ Rotation 6-10’  16-40’ 90 lbs VRR-326

Rotation 6-10’  16-40’ Inclined 6-10’  16-28’ 97 lbs VRI-226

Rotation 6-10’  16-40’ Inclined 6-10’  16-28’ 105 lbs VRI-326

Street Side Ladder Size Curb Side Ladder Size
raCk  
Weight Standard ModeLS

one Ladder

Base NA Clamp 6-10’  16-40’ 28 ilb PBC-255

Base NA Rotation 6-10’  16-40’ 87 lbs PBR-257*

Base NA Rotation 6-10’  16-40’ 57 lbs PBR-255

Base NA Rotation 6-10’  16-40’ 97lbs PBR-357*
tWo LadderS

Clamp 6-10’  16-40’ Clamp 6-10’  16-40’ 53 lbs PCC-255

Clamp 6-10’  16-40’ Rotation 6-10’  16-40’ 72 lbs PCR-255

Clamp 6-10’  16-40’ Inclined 6-10’  16-28’ 72 lbs PCI-255

Rotation 6-10’  16-40’ Rotation 6-10’  16-40’ 90 lbs PRR-255

Rotation 6-10’  16-40’ Rotation 6-10’  16-40’ 96 lbs PRR-355

Rotation 6-10’  16-40’ Inclined 6-10’  16-28’ 85 lbs PRI-255

Rotation 6-10’  16-40’ Inclined 6-10’  16-28’ 95 lbs PRI-355

For rotational style ladder racks, crossbars can be spaced at 5, 6, 7, or 8 feet.
Ladders 28 feet or longer require 8 foot spacing of crossbars.
For step ladders longer than 10 feet, an optional extended rear upper is available.

For rotational style ladder racks, crossbars can be spaced at 5, 6, 7, or 8 feet.
Ladders 28 feet or longer require 8 foot spacing of crossbars.
For step ladders longer than 10 feet, an optional extended rear upper is available.
* Bed mount model.

chevroLet coLorado

Street Side Ladder Size Curb Side Ladder Size
raCk  
Weight Standard ModeLS

one Ladder

Base NA Clamp 6-10’  16-40’ 28 lbs PBC-255

Base NA Rotation 6-10’  16-40’ 55lbs PBR-255
tWo LadderS

Clamp 6-10’  16-40’ Clamp 6-10’  16-40’ 45 lbs PCC-255

Clamp 6-10’  16-40’ Clamp 6-10’  16-40’ 59 lbs PCC-355

Clamp 6-10’  16-40’ Rotation 6-10’  16-40’ 73 lbs PCR-255

Clamp 6-10’  16-40’ Rotation 6-10’  16-40’ 97 lbs PCR-347*

Rotation 6-10’  16-40’ Rotation 6-10’  16-40’ 90 lbs PRR-255

Rotation 6-10’  16-40’ Rotation 6-10’  16-40’ 96 lbs PRR-355

For rotational style ladder racks, crossbars can be spaced at 5, 6, 7, or 8 feet.
Ladders 28 feet or longer require 8 foot spacing of crossbars.
For step ladders longer than 10 feet, an optional extended rear upper is available.
* Bed mount model.

ram c/v
Street Side Ladder Size Curb Side Ladder Size raCk Weight Standard ModeLS

Base NA Base NA 19 lbs MBB-234

one Ladder

Base NA Clamp 6-10’  16-24’ 25 lbs MBC-234

Base NA Rotation 6-10’  16-24’ 58 lbs MBR-234

tWo Ladder

Clamp 6-10’  16-24’ Clamp 6-10’  16-24’ 32 lbs MCC-234

Clamp 6-10’  16-24’ Rotation 6-10’  16-24’ 65 lbs MCR-234

Rotation 6-10’  16-24’ Rotation 6-10’  16-24’ 96 lbs MRR-234

No factory OEM mounting points available, requires drill through mounting installation.

mercedes sprinter
Street Side Ladder Size Curb Side Ladder Size raCk Weight roof CLaSS Standard ModeLS

one Ladder

Base NA Rotation 8’  16-40’ 58 lbs HXR-269-CM1

Base NA Inclined 8’  24-28’ 63 lbs HXI-269-CM1

Base NA Rotation w/slide 8’  16-40’ 62 lbs HXR-269-E-CM1

Base NA Inclined w/slide 8’  24-28’ 68 lbs HXI-269-E-CM1
tWo Ladder

Rotation 8’  16-40’ Rotation 8’  16-40’ 101 lbs HRR-269-CM1

Rotation 8’  16-40’ Rotation 8’  16-40’ 105 lbs HRR-369-CM1

Rotation 8’  16-40’ Inclined 8’  24-28’ 107 lbs HRI-269-CM1

Rotation w/slide 8’  16-40’ Rotation w/slide 8’  16-40’ 106 lbs HRR-269-E-CM1

Rotation w/slide 8’  16-40’ Rotation w/slide 8’  16-40’ 113 lbs HRR-369-E-CM1

Rotation w/slide 8’  16-40’ Inclined w/slide 8’  24-28’ 112 lbs HRI-269-E-CM1

Rotation w/slide 8’  16-40’ Inclined w/slide 8’  24-28’ 119 lbs HRI-369-E-CM1

For rotational style ladder racks, crossbars can be spaced at 6, 7, or 8 feet.
Ladders 28 feet or longer require 8 foot spacing of crossbars.
For step ladders longer than 8 feet, optional extended rear uppers and slides are available.
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order matrix

accessories
aCCeSSory Part nuMber MountS onto CoMPatibLe raCk ModeLS

Conduit tube

ACC-085-S Crossbars Any ErgoRack with crossbar spacing up to 7 feet.

ACC-105-S Crossbars Any ErgoRack with crossbar spacing over 8 feet.

ACC-125-S Crossbars Any ErgoRack with crossbar spacing over 8 feet.
Strobe Light Mounting braCketS

ASH-S Crossbar Any ErgoRack model

ASH-EXT Crossbar Any ErgoRack model

ASH-106-TCS Conduit Tube Any ErgoRack with a Conduit Tube
rear Mirror Mounts 
CMH-201-10 Crossbar Any ErgoRack
CMH-201-22 Crossbar Any ErgoRack

CMH-802-DS-L Rotation Drive Arm Any ErgoRack with a streetside rotation feature

for more information caLL 877-463-7225primedesign.net

nissan nv
Street Side Ladder Size Curb Side Ladder Size raCk Weight roof CLaSS Standard ModeLS

one Ladder

Base NA Rotation 16-40’   8’  75 lbs HXR2-NV01

Base NA Inclined 24-28’   8’  76 lbs  HXI2-NV01

Base NA Rotation w/slide 16-28’   8’  77 lbs HXR2-E-NV11

tWo Ladder

Rotation 16-40’   8’  Rotation 16-40’   8’  116 lbs  HRR2-NV01

Rotation 16-40’   8’  Rotation 16-40’   8’  122 lbs  HRR2-NV01-3

Rotation 16-40’   8’  Inclined 24-28’   8’  117 lbs  HRI2-NV01

Rotation w/slide 16-28’   8’  Rotation w/slide 16-28’   8’  121 lbs HRR2-E-NV11

Rotation w/slide 16-28’   8’  Rotation w/slide 16-28’   8’  127 lbs HRR2-E-NV11-3

For rotational style ladder racks, crossbars can be spaced at 6, 7, or 8 feet.
Ladders 28 feet or longer require 8 foot spacing of crossbars.
For step ladders longer than 8 feet, optional extended rear uppers and slides are available.


